
Kolsten Industrial offers an extensive line of Welded Ductwork 

Welded Rect. Duct & Fittings 

Metal Type Galvani:zed Paindock Black Iron Stainless 

Mig/Wire 
22ga-12ga 22ga-12ga 16ga 20ga-14ga 

Weld 

Seam Weld 24ga-18ga 24ga-18ga NIA 26ga-18ga 

Metal Specs 
ASTM-A- ASTM-A- ASTM-A- ASTM-A-

653 653 569 240 

Tempera-
SOC to IOOC SOC to IOOC 50Cto IOOC 0-IOOC

tore Rating 

Coil/Sheet 
5' 4' 5' 4' 

Size 

All material is fabricated in accordance with the latest Edition 
ofSMACNA Industrial Duct Construction Standards, meeting 
Class 1 through Class 3. 

Call or fax us your needed list of items. 

Welded Round Long Seam Pipe 

& 

Welded Round Fittings 

Gauges 24-18 20-10

Welding Capabilities Seam/Tack Mig/Wire Weld 

End Connections 

Black Iron Angle Ring,; YES YES 

Galvanized Angle Rings YES YES 

Vanestone up to 16ga YES YES 

Spiralmate Ring.5 up to 
YES NO 

16ga welded on 

*Continuous runs available upon request

Materials available: 

• 

• 

• 

• 

• 

Galvanized ASTM-A-653 

Paintlock ASTM-A-653 

Black Iron ASTM-A-569 

Stainless ASTM-A-240 

Aluminum {Call for Details) 

Temp Rating 

50c to 100c 

50c to 100c 

50c to I00c 

0 to 100c 

Working hard to be your local one-stop supplier! 

Excellence is not a Single Act, but a habit ■ Celebrating Excellence Since 1982 ■ Integrity, Caring and Stewardship - Values We Live By 

Kolsten Industrial

210 N. Pasedena St.
Gilbert, AZ 85233

Phone: (480) 339-1900
FAX: (480) 339-1901
www.kolstenindustrial.com




